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Alum. profile
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Article number             L
MJ-0192D
MJ-0192E

1000mm
2000mm

MJ-0192F 3000mm

Article number             L
MJ-0190D
MJ-0190E

1000mm
2000mm

MJ-0190F 3000mm

Article number             L
MJ-0191D
MJ-0191E

1000mm
2000mm

MJ-0191F 3000mm

Colours
Black Anodized Alum.
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Alum. Profile with magnet
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Article number             L

U-S Extrusion line

MJ-0192G
MJ-0192H

1000mm
2000mm

MJ-0192I 3000mm

Article number             L

U Extrusion line

MJ-0190G
MJ-0190H

1000mm
2000mm

MJ-0190I 3000mm

Article number             L

L Extrusion corner

MJ-0190J
MJ-0190K

1000mm
2000mm

MJ-0190L 3000mm

Colours
Black Anodized Alum.

Track

17

6

15

Adhesive tape

Article number             L

Track with adhesive tape

RW-610
RW-620

1000mm
2000mm

RW-630 3000mm

Colours
Black Grey

BR-0011
3M tape

End cap

PC-0190

Accessories specifications
SHUTTLE

Article number             L
1000mm

U-S-M  Extrusion line U-M-V  Extrusion line U-M-H  Extrusion line

Connection Clip

Clips
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15

18 

8

17

NS-0588  
Fixed clip (standard)

NS-0589 
Fixed clip (optional)
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Product performance

Colours
Black Anodized Alum.

30/80+
30/80+
30/80+

120°
120°
120°

SMD
SMD
SMD

1510.023A
1510.023B
1510.023C

1 W 
4 W 
8 W
 

24V DC
24V DC
24V DC

110 (lm) 
330 (lm) 
660 (lm)

14
42
84

1510.023D 1 W 24V DC 30/80+14SMD110 (lm) 
 

120°

Sidefeed

SHUTTLE–L

Sidefeed

 17 

 1
4

1510.023A : 100mm
1510.023B : 300mm
1510.023C : 600mm

1510.023D : 100mm

h(m) D(m) E(lx)

1510.023A.3BTA

120°60

30

60

30

0.5 1.55 70

1.0 3.11 17

1.5 4.67 7

2.0 6.23 4

2.5 7.78 2

h(m) D(m) E(lx)

1510.023B.3BTA

120°60

30

60

30

0.5 1.56 578

1.0 3.12 144

1.5 4.68 64

2.0 6.24 36

2.5 7.80 23

h(m) D(m) E(lx)

1510.023C.3BTA

120°60

30

60

30

0.5 1.49 807

1.0 2.99 201

1.5 4.48 89

2.0 5.98 50

2.5 7.47 32

IP20

CCT/CRIBeam Angle System LumenVoltageLED ConsumptionArticle number LED q’tyLED Type
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1510.026D 1 W 24V DC 30/80+14SMD110 (lm) 130°

Sidefeed

Product performance

Colours
Black Anodized Alum.

130°
130°
130°

SMD
SMD
SMD

1510.026A
1510.026B
1510.026C

1 W 
4 W 
8 W
 

24V DC
24V DC
24V DC

110 (lm) 
330 (lm) 
660 (lm)

14
42
84

30/80+
30/80+
30/80+

Sidefeed

 17 

21

1510.026A : 100mm
1510.026B : 300mm
1510.026C : 600mm

1510.026D : 100mm

SHUTTLE–L–S

1510.026A.3BTA
h(m) D(m) E(lx)

130°60

30

60

30

0.5 1.62 91

1.0 3.25 22

1.5 4.88 10

2.0 6.51 5

2.5 8.13 3

h(m) D(m) E(lx)

1510.026B.3BTA

130°60

30

60

30

0.5 1.51 463

1.0 3.02 115

1.5 4.53 51

2.0 6.05 28

2.5 7.56 18

h(m) D(m) E(lx)

1510.026C.3BTA

130°60

30

60

30

0.5 1.50 666

1.0 3.00 166

1.5 4.51 74

2.0 6.01 41

2.5 7.51 26

IP20

CCT/CRIBeam Angle System LumenVoltageLED ConsumptionArticle number LED q’tyLED Type
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Product performance

30°-55°
8°-20°

1619.200
1619.205

1 W 
2.2 W 

50~70 (lm)
50~70 (lm)

Colours
Black Anodized Alum.

30/80+
30/80+

High Power
High Power

24V DC
24V DC

1
1

Article Number System Lumen Beam AngleLED Consumption LED q’tyLED TypeVoltage CCT/CRI

SHUTTLE–S 

1619.205

1619.200

 60 

 45° 

 6
3 

 17 

 360°

 60 

 45° 

 17 

 6
3 

 360°

Ø18 

Ø26

h(m) D(m) E(lx)

Zoom in 30° 

30°60

3030

60

0.5 0.24 761

1.0 0.49 190

1.5 0.74 84

2.0 0.98 47

2.5 1.23 30

h(m) D(m) E(lx)

Zoom out 55°

55°60

3030

60

0.5 0.51 370

1.0 1.02 92

1.5 1.53 41

2.0 2.04 23

2.5 2.55 14

h(m) D(m) E(lx)

Zoom in 8° 

8°60

3030

60

0.5 0.07 7254

1.0 0.14 1814

1.5 0.21 806

2.0 0.28 453

2.5 0.36 290

h(m) D(m) E(lx)

Zoom out 20° 

20°60

30

60

30

0.5 0.16 2351

1.0 0.33 587

1.5 0.50 261

2.0 0.67 146

2.5 0.83 94

Zoom out Zoom in

IP20
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Product performance

16°/ 22°/ 36°/ 29°x57°1719.209 2.2W 210 (lm)

Colours
Black Anodized Alum.

30/80+High Power24V DC 1

Article Number System Lumen Beam AngleLED Consumption LED q’tyLED TypeVoltage CCT/CRI

SHUTTLE–S–F

Ø28 

 60 

 45° 

 17 

 6
4 

 360°

16° 22° 36° 29°/57°

IP20

h(m) D(m) E(lx)

16°60

30

60

30

0.5 0.11 9874

1.0 0.22 2468

1.5 0.34 1097

2.0 0.45 617

2.5 0.57 395

h(m) D(m) E(lx)

22°60

30

60

30

0.5 0.13 4310

1.0 0.27 1078

1.5 0.41 478

2.0 0.55 269

2.5 0.69 172

h(m) D(m) E(lx)

36°60

30

60

30

0.5 0.21 2488

1.0 0.43 622

1.5 0.65 276

2.0 0.87 155

2.5 1.09 99
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29
7

Ø26 

SHUTTLE–N

Colours
BlackProduct performance

8°-20°1617.502 2.2W 50~70 (lm) 30/80+High Power24V DC 1

Article Number System Lumen Beam AngleLED Consumption LED q’tyLED TypeVoltage CCT/CRI

h(m) D(m) E(lx)

Zoom in 8° 

8°60

3030

60

0.5 0.07 7254

1.0 0.14 1814

1.5 0.21 806

2.0 0.28 453

2.5 0.36 290

h(m) D(m) E(lx)

Zoom out 20° 

20°60

30

60

30

0.5 0.16 2351

1.0 0.33 587

1.5 0.50 261

2.0 0.67 146

2.5 0.83 94

IP20

 60 

 1
5
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SHUTTLE–B

Product performance

113°1768.100 4W 200 (lm) 30/80+SMD24V DC 48

Article Number System Lumen Beam AngleLED Consumption LED q’tyLED TypeVoltage CCT/CRI

 2
9

 60 

Ø50 

h(m) D(m) E(lx)

1768.100.3BTA

113°60

30

60

30

0.5 1.53 259

1.0 3.07 64

1.5 4.61 28

2.0 6.15 16

2.5 7.69 10

IP20

 1
5

Colours
Black Anodized Alum.
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Power Cord
connects to 24V DC  driver

Driver
24V DC 

Egg 4W
ALU housing helps 
heat dissipation

Akis 1.7W
Plastic housing for 
economical solution

SHUTTLE
Can be used as track to power up other 24V DC fixtures

74 



Tobey
Smooth plastic with 
black or white finish.

Nahho
Multiple length available, 
also come with different 
diffusers.
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LINEAR LIGHTS

CABINET LIGHTS

NAHHO-SS

NAHHO-SS-S

NAHHO-SS-R

LengthVoltageLED ConsumptionArticle numberSeries name

NAHHO-SS 1510.008F 1 W (X14PCS) 24V DC 100mm
1510.008H 4 W (X42PCS) 24V DC 285mm
1510.008I 8 W (X84PCS) 24V DC 565mm
1510.008J 12 W (X126PCS) 24V DC 845mm
1510.008K 16 W (X168PCS) 24V DC 1123mm
1510.008L 4 W (X42PCS)

1 W (X14PCS)
4 W (X42PCS)
8 W (X84PCS)

12 W (X126PCS)
16 W (X168PCS)

4 W (X42PCS)

1 W (X14PCS)
4 W (X42PCS)
8 W (X84PCS)

12 W (X126PCS)
16 W (X168PCS)

4 W (X42PCS)

24V DC 285mm

NAHHO-SS-S 1510.022F 24V DC 100mm
1510.022H 24V DC 285mm
1510.022I 24V DC 565mm
1510.022J 24V DC 845mm
1510.022K 24V DC 1123mm
1510.022L 24V DC 285mm

NAHHO-SS-R 1510.021F 24V DC 100mm
1510.021H 24V DC 285mm
1510.021I 24V DC 565mm
1510.021J 24V DC 845mm
1510.021K 24V DC 1123mm
1510.021L 24V DC 285mm

EGG 4W

VoltageLED ConsumptionArticle number

1468.107A 4 W 24V DC

TOBEY-8D6+ TOBEY-8D6-S+

TOBEY-C8D6+ TOBEY-C8D6-S+

VoltageLED ConsumptionArticle numberSeries name
TOBEY-8D6+ 1263.119B 2.4 W 24V DC

1263.119C 2.4 W 24V DCTOBEY-8D6-S+

VoltageLED ConsumptionArticle numberSeries name
TOBEY-C8D6+ 1363.119B 2.4 W 24V DC

1363.119C 2.4 W 24V DCTOBEY-C8D6-S+

AKIS-R-II BANIO-R-II
VoltageLED ConsumptionArticle numberSeries name

1468.106A 1.7 W 24V DC
1468.113A 1.7 W 24V DC

AKIS-R-II
BANIO-R-II

Series name

Colours
Anodized Alum.

Colours
Black White

Colours
Black White Chrome Matt chrome Satin Nickel

EGG 4W

Colours
White Silver Satin NickelBlack
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