
CYCLONE
An improved design from AMAFI-II, adding different 
modules for different lighting purpose suitable for 
residential ,hotel application.

The high efficiency reflector is developed via optic programming,
using very simple designed-methods allow customers to change 
reflector angle easily. For more flexible, the major LED light set 
can be used with name brand LED source.

Special clip design facilitate 
replacement of accessories any time

Quick release by twist lock.

White Matt chromeBlack Mirror blackPiano blackChrome Champagne

Inner baffle color available :

WallwashRecessed downlights Spot light Pendent light Custom baffle colour (MOQ is required for custom colours)
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CYCLONE
An improved design from AMAFI-II, adding different 
modules for different lighting purpose suitable for 
residential ,hotel application.

The high efficiency reflector is developed via optic programming,
using very simple designed-methods allow customers to change 
reflector angle easily. For more flexible, the major LED light set 
can be used with name brand LED source.

Special clip design facilitate 
replacement of accessories any time

Quick release by twist lock.

White Matt chromeBlack Mirror blackPiano blackChrome Champagne

Inner baffle color available :

WallwashRecessed downlights Spot light Pendent light Custom baffle colour (MOQ is required for custom colours)
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LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.208

79

IP20
30°

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.207

79

IP20

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1418.146

78

IP20
30°

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                                10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1418.144

15078

11
7

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

IP20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Ø85

30° 

11
7

11
5

Ø85

11
8

11
8

11
7

30° 

Ø73

Ø111

Ø73

Ø111

UGR <19 UGR <19

40°60

3030

60

2018

504

224

126

1.0

2.0

3.0

4.0

5.0

0.67

1.34

2.01

2.68

3.35 80

40°60

3030

60

2018

504

224

126

1.0

2.0

3.0

4.0

5.0

0.67

1.34

2.01

2.68

3.35 80
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LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.208

79

IP20
30°

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.207

79

IP20

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1418.146

78

IP20
30°

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                                10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1418.144

15078

11
7

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

IP20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Ø85

30° 

11
7

11
5

Ø85

11
8

11
8

11
7

30° 

Ø73

Ø111

Ø73

Ø111

UGR <19 UGR <19

40°60

3030

60

2018

504

224

126

1.0

2.0

3.0

4.0

5.0

0.67

1.34

2.01

2.68

3.35 80

40°60

3030

60

2018

504

224

126

1.0

2.0

3.0

4.0

5.0

0.67

1.34

2.01

2.68

3.35 80
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20° 

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.137

10
1

Dimmable

TRIAC 1-10V

83
83

83
83

83
83

75
75

75
75

□89 □89

IP20
20°

40°60

3030

60

2199

549

244

137

1.0

2.0

3.0

4.0

5.0

0.63

1.26

1.89

2.52

3.15 87

30° 30° 

IP20
30°IP20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

IP20
30°IP20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.136

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.135

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.210

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.209

11
9

□110
□73

11
8

11
8

11
7

□89

11
9

11
8

□110
□73

UGR <19 UGR <19

40°60

3030

60

2199

549

244

137

1.0

2.0

3.0

4.0

5.0

0.63

1.26

1.89

2.52

3.15 87

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

WG7-1
Wove glass

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

WG7-1
Wove glass

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

WG7-1
Wove glass

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

WG7-1
Wove glass
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20° 

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.137

10
1

Dimmable

TRIAC 1-10V

83
83

83
83

83
83

75
75

75
75

□89 □89

IP20
20°

40°60

3030

60

2199

549

244

137

1.0

2.0

3.0

4.0

5.0

0.63

1.26

1.89

2.52

3.15 87

30° 30° 

IP20
30°IP20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

IP20
30°IP20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.136

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.135

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.210

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               10°/15°/24°/38°

CCT                                            3000K

CRI                                             90+

Article number                  1518.209

11
9

□110
□73

11
8

11
8

11
7

□89

11
9

11
8

□110
□73

UGR <19 UGR <19

40°60

3030

60

2199

549

244

137

1.0

2.0

3.0

4.0

5.0

0.63

1.26

1.89

2.52

3.15 87

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

WG7-1
Wove glass

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

DS7-1
Diffusion sheet

WG7-1
Wove glass

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

WG7-1
Wove glass

Accessories

SG7-1
Striped glass

H7-1
Honeycomb louver

WG7-1
Wove glass
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LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.146

Copper

Baffle :
Black White

Colours :
Black White

78

Dimmable

TRIAC 1-10V

 3
0 

 1
00

 

 90
° Ø85 

Ø64

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.227

Copper

Baffle :
Black White

Colours :
Black White

79

Dimmable

TRIAC 1-10V

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.153

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.236

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

 3
0 

 1
00

 

 90
° 

Ø110

Ø64

83
83

75
75

 3
0 

 1
00

 

 90
° 

 90
° 

□89
Ø64

□110

Ø64

 3
0 

 1
00

 

IP20 355°90° IP20 355°90° IP20 355°90° IP20 355°90°
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LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.146

Copper

Baffle :
Black White

Colours :
Black White

78

Dimmable

TRIAC 1-10V

 3
0 

 1
00

 

 90
° Ø85 

Ø64

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.227

Copper

Baffle :
Black White

Colours :
Black White

79

Dimmable

TRIAC 1-10V

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.153

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.236

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

 3
0 

 1
00

 

 90
° 

Ø110

Ø64

83
83

75
75

 3
0 

 1
00

 

 90
° 

 90
° 

□89
Ø64

□110

Ø64

 3
0 

 1
00

 
IP20 355°90° IP20 355°90° IP20 355°90° IP20 355°90°
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90
30

90
30

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.134

Copper

Baffle :
Black White

Colours :
Black White

Ø85

Ø40

78

 90
° 

 90
° 

Dimmable

TRIAC 1-10V

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.228

Copper

Baffle :
Black White

Colours :
Black White

79

Dimmable

TRIAC 1-10V

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.154

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.237

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

Ø111

Ø40

83
83

75
75

90
30

 90
° 

90
30

 90
° 

□89
Ø40

□110

Ø40

IP20 355°90°IP20 355°90°IP20 355°90° IP20 355°90°

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39
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90
30

90
30

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.134

Copper

Baffle :
Black White

Colours :
Black White

Ø85

Ø40

78

 90
° 

 90
° 

Dimmable

TRIAC 1-10V

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.228

Copper

Baffle :
Black White

Colours :
Black White

79

Dimmable

TRIAC 1-10V

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.154

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/25°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.237

Copper

Baffle :
Black White

Colours :
Black White

Dimmable

TRIAC 1-10V

Ø111

Ø40

83
83

75
75

90
30

 90
° 

90
30

 90
° 

□89
Ø40

□110

Ø40

IP20 355°90°IP20 355°90°IP20 355°90° IP20 355°90°

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39
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LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.148

Copper

Baffle :
Black White

Colours :
Black White

78

IP20

Dimmable

TRIAC 1-10V

UGR <19

Ø85
Ø64

33
30

0

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.229

Copper

Baffle :
Black White

Colours :
Black White

79

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.155

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.234

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

Ø111

Ø64

31
30

0

83
83

75
75

31
30

0

□89

Ø64

30
30

0

□110

Ø64

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70
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LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.148

Copper

Baffle :
Black White

Colours :
Black White

78

IP20

Dimmable

TRIAC 1-10V

UGR <19

Ø85
Ø64

33
30

0

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.229

Copper

Baffle :
Black White

Colours :
Black White

79

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.155

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      12.8W

Current                                       350 (mA)

Lumen                                        1387 (lm)

Beam Angle                               15°/20°/35°(Lens)

CCT                                            3000K

CRI                                             90+

Article number                  1818.234

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

Ø111

Ø64

31
30

0

83
83

75
75

31
30

0

□89

Ø64

30
30

0

□110

Ø64

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

35°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70
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LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.135

Copper

Baffle :
Black White

Colours :
Black White

25
0

33

25
0

30

Ø85
Ø40

33
25

0

78

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.230

Copper

Baffle :
Black White

Colours :
Black White

79

IP20

Dimmable

TRIAC 1-10V

UGR <19

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.151

83
83

□89

Ø40

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.235

Ø111
Ø40

32
25

0

75
75

□110

Ø40

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124
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LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.135

Copper

Baffle :
Black White

Colours :
Black White

25
0

33

25
0

30

Ø85
Ø40

33
25

0

78

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.230

Copper

Baffle :
Black White

Colours :
Black White

79

IP20

Dimmable

TRIAC 1-10V

UGR <19

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.151

83
83

□89

Ø40

Copper

Baffle :
Black White

Colours :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

LED Consumption                      6.4W

Current                                       350 (mA)

Lumen                                        542 (lm)

Beam Angle                               15°/20°(Lens)

CCT                                            3000K

CRI                                             90+  

Article number                  1818.235

Ø111
Ø40

32
25

0

75
75

□110

Ø40

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124

15°60

3030

60

3118

779

346

194

1.0

2.0

3.0

4.0

5.0

0.24

0.48

0.75

0.96

1.20 124
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